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Particulate filter system for diesel en-
gines

Stainless steel 1.4307

 
Silicon carbide SiC; Swiss Patent 
No. 679 364; catalytic coating; cell 
density 100 cpsi; max. operating 
temperature 600 °C 
 
In housing with non-categorised, 
high-temperature support mats 
(non-carcinogenic material)

Housing made of 2-mm stainless 
steel. High-pressure water jets from 
any direction (IP67)

Optionally available

Light diesel, sulphur content up to 
5000 ppm (0.5%)

Application:  

Housing 
material:

Filter: 

Canning 
– filter:

 
Housing: 

 
 
Insulation:

Fuel:

Max. operating exhaust gas tempe-
rature 600 °C

Electrical regeneration during longer 
periods of engine standstill. Manual 
activation. Catalytic soot burn-off 
without NO

2

230 V/10 A or 16 A for version R 20 
and upwards

Power supply with independent 
protection (RCCB)

Particulate filtration rate >99% for 
particulate sizes 20-300 nanometres

>25 dBA insertion loss

Technical data – mobiclean R electro

Temperature:

 
Regeneration: 
 
 

 
Electrical pow-
er supply:

Electrical con-
nection:

Particulate 
filtration rate:

Noise attenu-
ation:
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